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Fire Alarm Devices for the Hearing Impaired

Siemens Building Technologies Inc., *Fire Safety Div., 8 Fernwood Rd, Florham Park NJ 07932
Contact: Peter Pawchak (973) 593-2662 Fax (973) 593-6652

Strobe speakers, Models SS25, SS70, SSET70, SSET80 and SSET90 with suffixes -15, -
15/75, -30 or -75.

Synchronized strobe speakers, Models SS25S-15, -15/75; SS70S-15, -15/75; SSET70S-
15/75; SSET80S-15/75 and SSET90S-15. Synchronized strobe speakers must be used
with Model SCM-24 sync control module.

Units may follow by suffixes to designate orientation, lettering and color. Numerical
suffixes designate minimum candela. Refer to listee's data sheet for additional detailed
product description and operational considerations.

20-31 VDC/FWR, 60 flashes/minute

In accordance with listee's printed instructions, applicable codes & ordinances and in a
manner acceptable to the authority having jurisdiction.

Listee's name or Cerberus Pyrotronics, model nhumber, electrical/candela rating and UL
label.

Listed as audible/visual signaling devices for the hearing impaired when used in conjunction
with separately listed compatible fire alarm control units. Synchronized strobe speakers
and Models with numerical suffix -15/75 are intended for wall mount only. All other models
are suitable for ceiling/wall mount installation. For indoor use only.

If this appliance is required to produce a distinctive three-pulse Temporal Pattern Fire Alarm
Evacuation Signal (for total evacuation) in accordance with NFPA 72, 1993 Edition, the
appliance must be used with a fire alarm control unit that can generate the temporal pattern
signal. Refer to manufacturer’s Installation Manual for details.
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